
CO2
Laser Marking System

Hi-Pack Coding CO2 laser marking system adopts stable laser and galvanometer system to ensure 
excellent coding quality and high-speed output. The entire laser system integrates 10.2" color 
touch screen interface, photocell sensor and lifting bracket to ensure that laser coding system 
could meet high-speed coding demand of most production lines.
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CO2
Features of Laser Marking System

Model
HC300-YTB, HC600-YTB.

Laser Type
High-quality domestic laser.

Laser deflection galvanometer
High-precision dual-dimensional high-speed 
scanning galvanometer.

Marking Format
AutoCAD industry standard fonts (extensible 
definition), vector type logo, symbol, line, ring, 
corner, reverse rotation order and batch number, etc.

Production Line Speed
≤ 130m/min (Depends on the materials)

Marking Area
110mm × 110mm

Marking Speed
≤ 12000 mm/s.

Cooling System
HC300-YTB: Air cooling.
HC600-YTB: Water cooling.

Laser Tube
Hermetic metal RF CO2 laser.

Language
English, French, Spanish, German, Chinese, Russian, Arabic, etc.

Marking Content
Chinese, English, number, logo, date and time, Serial 
numbers, various standard CAD line fonts, 
customizable extensions.

Output power / Voltage requirements
HC300-YTB: ≥ 38W.
HC600-YTB: ≥ 70W.
220 VAC, 50Hz.

Marking Line
Adjustable in marking range.

Laser Wavelength / Precise Positioning
10.6µm (Standard). 10.2µm, 9.3µm (Optional). 0.01mm.

Equipment Environmental Requirements
Ambient temperature: 0°C – 45°C.
Ambient humidity: ≤ 95%.

Operating Interface
10.2" color touch screen (fixed/handheld).

HC300-YTB dimensions: 666mm x 160mm x 165mm.     I     HC600-YTB dimensions: 850mm x 160mm x 165mm.

Equipment Specifications



CO2
Lazer Markalama Sistemi

Hi-Pack Coding CO2 lazer markalama sistemi, üstün kodlama kalitesi ve yüksek hızlı çıktı sağlamak 
için stabil lazer ve galvanometre sistemi kullanır. Tüm lazer sistemi; 10.2” renkli dokunmatik ekran 
arayüzü, foto-sel sensörü ve kaldırma braketi ile entegredir. Bu sayede lazer kodlama sistemi, çoğu 
üretim hattının yüksek hızlı kodlama ihtiyacını karşılayabilir.
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CO2
Lazer Markalama Sistemi Özellikleri

Model
HC300-YTB, HC600-YTB.

Lazer Tipi
Yüksek Kaliteli CRD CO2 Laser

Lazer Sapma Galvanometresi
Yüksek hassasiyetli, çift boyutlu, yüksek hızlı tarama 
galvanometresi.

Markalama Formatı
AutoCAD endüstri standardı fontlar (genişletilebilir 
tanım), vektör tipi logo, sembol, çizgi, halka, köşe, ters 
döndürme sırası ve parti numarası vb.

Üretim Hattı Hızı
≤ 130 m/dak (malzemelere bağlı olarak).

Markalama Alanı
110 mm × 110 mm.

Markalama Hızı
≤ 12000 mm/s.

Soğutma Sistemi
HC300-YTB: Hava soğutma.
HC600-YTB: Su soğutma.

Lazer Tüpü
Hermetik metal RF CO2 lazer.

Dil
İngilizce, Fransızca, İspanyolca, Almanca, Çince, Rusça, Arapça, 
Türkçe

Markalama İçeriği
Çince, İngilizce, sayı, logo, tarih ve saat, seri 
numaraları, çeşitli standart CAD çizgi fontları, özelleştir-
ilebilir uzantılar.

Çıkış Gücü / Voltaj Gereksinimleri
HC300-YTB: ≥ 38W.
HC600-YTB: ≥ 70W.
220 VAC, 50Hz.

Markalama Çizgisi
Markalama aralığında ayarlanabilir.

Lazer Dalga Boyu / Hassas Konumlandırma
10.6 µm (Standart). 10.2 µm, 9.3 µm (Opsiyonel). 0.01 mm.

Ekipman Çevresel Gereksinimleri
Ortam sıcaklığı: 0°C – 45°C.
Ortam nemi: ≤ %95.

Kullanım Arayüzü
10.2" renkli dokunmatik ekran (sabit/elde taşınabilir).

HC300-YTB ölçüleri: 666 mm × 160 mm × 165 mm     I     HC600-YTB ölçüleri: 850 mm × 160 mm × 165 mm

Ekipman Özellikleri


